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A wireless digital camera apparatus, comprising: ~> 

a digital camera including a processor, user interface means, and a memory; 

a RF communications device connected to said processor; and 

processor control means, responsive to signals received from said user interface 

mea^s, for capturing digital images and storing said images in said memory, 

selecting and storing a destination address in said memory, and transmitting a 

message\including at least one said digital image, via said RF communications 

device to a\emote system associated with said destination address. 

Apparatus of \laim 1, wherein said user interface further comprises means for 

selecting a recipient code from a predefined list stored in said memory, said remote 

system comprises^ messaging server, and wherein said message further includes 

said recipient code.\ 

Apparatus of claim 1 Wherein said user interface further comprises means for 
entering a recipient address and wherein said message further includes said 
recipient address. \ 

Apparatus of claim 3, wherein said means for entering a recipient address 

comprises a microphone and Voice recognition module. 

Apparatus of claim 1, wherein said user interface further comprises means for 

selecting a classification for said eiigital image and wherein said control means 

further transmits said classificationWith said message. 

Apparatus of claim 1, wherein said usfer interface further comprises means for 

creating a digital audio recording and wnerein said control means further transmits 

said digital audio recording with said message. 

Apparatus of claim 1, wherein said user intetface further comprises a serial data 
port. \ 
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Apparatus of claim 1 , wherein said i ser interface further comprises means for 
selecting a recipient code from a predefined list stored in said memory, and wherein 
said message further includes said recipient code. 



A wireless digital apparatus, compr: 
a processor, and user interface me; 



sing: 



s and a memory connected to said processor; 
a RF communications device connected to said processor; and 
processor control means, responsive to signals received from said user interface 
means, for establishing a commumcation link to a remote system associated with a 
destination address stored in said memory, capturing message data, transmitting one 
or more messages, via said RF communications device to said remote system, and 
capturing new message data in response to signals received from said user interface 
at the same time messages are baing transmitted. 

Apparatus of Claim 9, further comprising a digital camera connected to said 
processor, and where message data includes at least one digital image captured by 
said digital camera. 

Digital photo delivery system comprising: 

a wireless digital camera apparatus, wherein said apparatus includes a processor; a 

tored in said memory; user interface means 
igital camera means connected to said processor; a 



memory; a destination address £ 
connected to said processor; a 



RF communications device connected to said processor; and processor control 
means, responsive to signals received from said user interface means, for 

ig at least an account identifier, a recipient code, 
and one said digital image, to sajd destination address via said RF communications 
device; and 
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a server associated with said destination address and responsive to messages 
received at said destination address from said wireless digital camera apparatus; 
server memory means for storing account configuration records, including message 
recipient code distribution datajand associated with said account identifiers; server 
communications means; and server control means for parsing said account 
identifier and said recipient code from each said message, and processing each said 
message according to message recipient code distribution data associated with said 
account identifier and said recipient code, which processing may include 
transmitting portions of said n essages to at least one pre-defined recipient 

;ode via said server communications means. 
l of claim 1 1 , wherein said server control means 
further comprises means for transmitting account configuration data to said wireless 
digital camera apparatus in response to receiving a signal from said wireless digital 
camera apparatus, and wherei 1 said processor control means is further responsive to 

• jpdate said memory. 

of claim 1 1 , wherein said RF communications device 
l ^er and said processor control means transmits 



associated with said recipient 
Digital photo delivery system 



said account configuration to 
Digital photo delivery system 
comprises a wireless transcei 
according to a CDPD protocol. 



Digital photo delivery systen of claim 1 1 , wherein said RF communications device 
comprises a modem suitable for connection to a PSTN and said processor control 
means comprises a processoi for generating commands to link said wireless digital 
camera apparatus to an Inter let service provider network and transmit said message 
to said destination address. 

Digital photo delivery systei i of claim 1 1 5 wherein said server control means 



\ 
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further comprises message reply filter means for receiving messages addressed to 
each said wireless digital camera apparatus and only forwarding to said wireless 
digital camera apparatus those messages which originate from an address that is 
authorized for a reply in said account configuration record associated with said 
wireless digital camera apparatus. 

A method in a data processing system for transmitting an image to a remote system 
associated with a predetermined destination address, comprising: 



registering with a wireless pack 
obtaining a digital image from j 
formatting a message, including 
identifier; and 

transmitting said message via ; 
system associated with said pre 



t data network; 
digital camera; 

at least one said digital image and an account 



aid wireless packet data network to said remote 
^determined destination address. 
Method of claim 16, further comprising the step of processing said message on said 
remote system to retrieve one or more preselected recipient addresses 
corresponding to a recipient c )de in said message; and 
retransmitting at least said image to each preselected recipient address. 
A method in a wireless devic ; that includes a RF communications device, a 

ion address, a processor, and user interface means, for 
; data on the wireless device with configuration table 
data modified on a remote sqrver that is associated with the destination address, 
comprising: 

establishing a communicatidn link between the wireless device and the server via 
the RF communications de\ ice; and 



memory containing a destina 
updating configuration table 



Page 27 of 29 



transmitting configuration tabl 



data from the server to the wireless device. 
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